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PRO1 – LS 12° 285cc CNC  Cylinder Head 
 

Part#    11060000- 11061080         

Material:   RMR Cast Aluminum Alloy  

Comb Chambers:  66cc   

Intake Valve Dia:  2.200”  

Intake Port volume:  285cc  

Intake Port Dim:  2.430” T x 1.375” W  

Int Port Location:  Stock 

Intake Gasket:  Stock – GM P/N: 017852 

Exh Valve Dia.:  1.625” 

Exh Port volume:  104cc  

Exhaust Port Dim:  1.800” T x 1.600” W 

Exh Port Location:  Stock 

Exhaust Gasket:  Stock – Dart P/N: 65226200 / Fel Pro P/N: 1440 

Flow, Intake:   375cfm @ .700” on 1020 superflow 

Flow, Exhaust:  252cfm @ .700” on 1020 superflow   

Fuel Injection:   Port / No down nozzle  

Manifold:   45310000 - 45311025 

Milling:   .005” per cc / .030” Max 

Pistons:   LS7 12° pistons 

Push Rod:   Must always measure 

Retainers:    P/N: 25000216 Beehive / P/N: 25000217 Dual Hyd. Roller  

                                                PAC R516 solid roller 

Spark Plug:   .750” reach gasketed seat 

Spring Cups:   P/N: 23200151  

Spring Pockets:  1.550”  

Springs:    P/N: 22000011 Beehive / P/N: 22000111 Dual Hyd. Roller 

                                                PAC1236X Solid Roller 

Studs, head:   Call for application  

Valve Angles:   45°- 30° Int   /  45°- 32° Exh 

Valve Length:  5.450”  

Valve Stem Dia:  8mm  

Valve Train:   Dart Rocker bars for use with stock rockers & 8mm fasteners 

Jesel P/N: KPS-526220 machined for 7/16” fasteners *Option  

Valve Guides:  Mag bronze Std  / Hi Nickel *Option 

Valve Guide length:  2.310” x .500”  

Valve Guide clearance: 8mm / .3144”  

Valve Seats:   Ductile intake / Copper impregnated powdered metal exhaust – Std. machining  

Copper intake / Copper exhaust – Jesel machining *Option 

Valve Seat dim:  2.300”  

Valve Seat angles:  39°-45°-60°-75° INT  /  37°- 45° Radius Exh 

Valve Cover Gasket:  Stock / O-ring 

Torque:   8mm = 28 ft/lb w/ CMD #3 / 3/8” = 55 ft/lb w/ CMD #3 

7/16” = 70 ft/lb w/ CMD #3 / ½” = 105 ft/lb w/ CMD #3 

Block Use:   Stock / LS NEXT /  LS NEXT SHP /  LS NEXT SHP PRO 

Weight:   26.5 Bare  


